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HEARTH PRODUCTS
KITS AND ACCESSORIES

ADDENDUM INSTRUCTIONS FOR INSTALLING HEAT SHIELD ON VARIOUS IHP DIRECT-VENT GAS FIREPLACES

Applicable Superior® Models

DRT3045DMN DRT3045DMP
DRT3045DEN-B DRT3045DEP-B
DRT3545DEN-B DRT3545DEP-B
DRC3545DEN-B DRC3545DEP-B

Applicable Astria® Models
Gemini45DMN-B Gemini45DMP-B
Gemini45DEN-B Gemini45DEP-B
Scorpio45DEN-B Scorpio45DEP-B

ScorpioCD45DEN-B ScorpioCD45DEP-B

*Table 1

GENERAL INFORMATION

This addendum is in addition to the Installation and Operation Manuals provided 
with the models listed in Table 1.  Use these instructions when installing the 
provided heat shield.

INSTALLATION INSTRUCTIONS

1. Locate the supplied heat shield shipped on top of the unit (see Figure 1). 

2. Install the heat shield and the non-combustible board bracket on top of 
unit. After installing unit in framing, bend shield up at 45 degree angle as 
shown in Figure 2.

3. Follow instructions in the Installation and Operation Manual provided 
with the fireplaces listed in Table 1.

Figure 1 - Heat Shield

Figure 2 - Heat Shield Installed

KIT CONTENTS
1 ea. Heat Shield (located on top of appliance)
1 ea. Instruction Instructions Addendum
 (located in literature package in control compartment)

Heat Shield

Non-Combustible 
Board Bracket


